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Minus UNV Dimmable Power Supply -  The Minus Power supply 
can power 1-2 European type Minus fixtures (12.5W) and is dimmable 
via phase dimming and features short circuit protection, overheat and 
overload  protection.

Tehcnical Data
•	 Input Voltage: 		 220-240Vac - 50/60Hz
•	 Input Current: 		 0,2A
•	 Input Power: 		  29W
•	 Inrush Current: 	 5A/100μs

•	 Output Current: 	 1000mA +/- 5%
•	 Output Voltage: 	 12-26V DC
•	 Max Output Voltage: 	 25Vfc
•	 Rated Power: 		  26W 

•	 Dimming Range: 	 10-100% via Phase 
•	 Abient Temperature: 	 -20ºC - +50ºC
•	 Case Temepature Max: 	 85ºC
•	 Efficiency: 		  typ. 83% @230Vac /26W
•	 Power factory (λ): 	 typ. 0,97 @230Vac /26W 

•	 Protection Mechanism:	 short circuit, over load, over temperature
•	 No, Hot plug-in or secondary switching of LEDs

MINUS Dimmable Power Supply (1-2 Fixtures)
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Installation/ Wiring:
•	 Please see attached wiring diagram.
•	 Installation requires wire AWG 16 / 1.5mm2 

Product Dimensions
•	 Dimensions: 137mm x 26mm x 29.5mm
•	 Weight: 163g

Listings / Certifications
•	 Safety Class: II
•	 Protection Class: IP20
•	 SELV 
•	 CE Rated

© 2019. Apure Distribution LLC. All specifications and dimensions subject to change without notice. visit www.apure-system.com to download the latest versions of all 
specifications.  Apure Distribution LLC, 5555 Biscayne Blvd, Fourth Floor, Miami, Florida | phone: +1 305 351 1025 | Patent Pending

ORDERING INFORMATION

SERIES NO.

ORDERING EXAMPLE AA3-2202-D-EU

MODEL

AA3-2202-D-EU

AA3 - Minus Series

TYPE

2202 - 1-2 fixtures D- DC output
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Elektronik-Netzgerät mit konstantem Ausgangsstrom 1000mA 
electronic power supply with constant current output 1000mA        
 
                                                                                
                                                                                                                                                                                                                                                                                                                                                                                                                                                                                     
 

 
Technische Daten / specifications 
 
Eingangsspannung 220 - 240Vac // 50/60Hz  
input voltage                                            

Eingangsstrom 0,2A 
input current 

Eingangsleistung 29W 
input power 

Einschaltstrom 5A/100µs 
inrush current 

Ausgangsstrom                                       1000mA ±5% 
output current 

Ausgangsspannung                                12-26Vdc 
output voltage   

max. Ausgangsspannung                        35Vdc 
max.output voltage                                                      

Nennleistung                                           26W 
rated power 

Dimmbarkeit / -bereich                            Phasenan/ abschnittsdimmung  10-100% 
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REGION	

EU - Euro/Int’l

For illustrative purposes only!
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